
Michelin ®XSM ® 
tire lineup

FOR LOADERS, UNDERGROUND LOADERS AND FORKLIFTS

underground mining loading tires 

for extreme conditions



Michelin® Xsm® D2+, d2+ lc and dn+

tough specialized 
compounds

exceptional
protection

Resist damage from 
impacts and penetration

Protection and aggression 
resistance with cut-resistant rubber 
compounds and robust shoulders

speed  
increase

Move faster and get up to 
+50% of distance per hour1 excellent

adhesion

Smooth tread gives an 
excellent level of adhesion 
in difficult conditions2

1 With the MICHELIN® XSM® D2+ LC tires
2 For the MICHELIN® XSM® D2+ tire

XSM D2+ L5S 
12.00R24 Tubeless

123647 
80803

4 
2.5

57 
71.8

XSM D2+ L5S 
14.00R24 Tubeless

123597 
80802

4 
2.5

58 
73.1

XSM D2+ L5S ** 
17.5R25 Tubeless

218365 
41235

4 
2.5

78 
98.3

XSM D2+ L5S ** 
18.00R25 Tubeless

686348 
41606

4 
2.5

96 
120.9

XSM D2+ L5S ** 
18.00R25 Tubeless

694482 
32651

6 
3.7

78 
98.3

XSM D2+ L5S ** 
26.5R25 Tubeless

995669 
93041

4 
2.5

102 
128.5

COMMERCIAL  
DESCRIPTION

CAI  
MSPN

Max. dist./hour
km 

mile

Tread depth  
mm 
32rd

XSM D2+ L5S ** 
29.5R29 Tubeless

358035 
93004

4 
2.5

112 
141.1

XSM D2+ L5S ** 
35/65R33 Tubeless

980846 
39998

4 
2.5

97 
122.2

XSM DN+ L3S *** 
26.5R25 Tubeless

569259 
29138

10 
6.2

44 
55.4

XSM DN+ L3S *** 
26.5R29 Tubeless

317097 
02315

10 
6.2

44 
55.4

XSM DN+ L3S *** 
35/65R33 Tubeless

432610 
07865

10 
6.2

49 
61.7

COMMERCIAL  
DESCRIPTION

CAI  
MSPN

Max. dist./hour
km 

mile

Tread depth  
mm 
32rd
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