
RELIABILITY
IN SAND USE

 ALL  
POSITION

7.50 R16

SPECIALLY DESIGNED 
FOR OFF-ROAD VEHICLES  
THAT DRIVE ON ALL TERRAINS 
AND REQUIRE MAXIMUM 
MOBILITY

OUR benchmark  
for driving on sand

michelin
X® force™ s™



OVERCOME 
DIFFICULT TERRAIN

EXPERIENCE
ITS STRENGTH

   ■ �Excellent mobility on sand, good mobility  
on tracks and roads

Wide, flat crown

Rigid shoulders

   ■ High load capacity and speed
1250 kg

140 km/h

   ■ Excellent damage resistance
Robust casing

   ■ �Good casing protection

   ■ Puncture resistant
Protection shield on shoulders

TECHNICAL INFORMATION

Design: Auvergraf – 840 872 477 000 12
M.F.P. Michelin – R.C.S. 855 200 507 Clermont-Fd – 05/2019

michelin X® force™ S™

MOBILITY SAFETY

LINKEDIN
Michelin For Professional Businesses

YOUTUBE
Michelin Trucks & Buses Tyres Europe

ON THE WEB
trucks.michelin.eu

MYACCOUNT
myaccount.michelin.eu

BY TELEPHONE
XXXX XXX XXXX

BY EMAIL
xxx@michelin.com

TREAD PATTERN AND DIMENSIONS TIGHTNESS
LOAD/ 
SPEED
INDEX

NOMINAL LOAD  
PER AXLE  

(SINGLE TIRE) 
(KG)

NOMINAL LOAD  
PER AXLE  

(DUAL TIRE) 
(KG)

RECOMMENDED 
PRESSURE  

(BAR)

NOMINAL 
SPEED LABELLING

   7.50 R16 X® FORCE™ S™ TL 116/114N 2500 4720 5.3 140 PROFESSIONAL OFF-ROAD


