
OPTIMIZED FOR 
WEAR IN MUD, SOFT 
SOIL AND GRAVEL

MOST AGGRESSIVE DRIVE 
TIRE FOR EXTREME 
CONDITIONS and  
winter conditions

Target Applications
• Construction Sites

• Energy Fleets

• Concrete and Logging Fleets

Intended usage
• Mixed On/Off-Road Use

Target Applications
• Energy Fleets

• Logging Fleets

Intended usage
• Severe/Extreme Off-Road Conditions

The MICHELIN® x® wORKS D Tire

The MICHELIN® x® wORKS GRIP D Tire

WORRY-FREEROAD HAZARD

WORRY-FREEROAD HAZARD

EXCEPTIONAL TRACTION FOR ON/OFF-ROAD APPLICATION 

MICHELIN® X ® WORKS TIRES

Size Load Range
Catalog 
Number

Tread Depth Max. Speed (*)

32nds mph kph

11R22.5 H 10423 30 68 110

11R24.5 H 62703 30 68 110

Size Load Range
Catalog 
Number

Tread Depth Max. Speed (*)

32nds mph kph

11R24.5 H 51403 32 65 105

* 

(1)

(2) 

TO LEARN MORE VISIT 

US: business.michelinman.com
CA: business.michelin.ca
Exceeding the lawful speed limit is neither recommended nor endorsed.

Contact your local Michelin representative for details. Michelin reserves the right to modify or discontinue this program at any time for any reason without prior notice.

Meets the USTMA (U.S. Tire Manufacturers Association) snow traction performance requirements. Meets the Tire and Rubber Association of Canada (TRAC) requirements for severe snow traction. 

Copyright © 2021 Michelin North America, Inc. All rights reserved. 

Designed for snow chain compatibility.
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